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(c) During efforts to recover a sealed
source lodged in the well, the licensee
shall continuously monitor, with an
appropriate radiation detection instru-
ment or a logging tool with a radiation
detector, the circulating fluids from
the well, if any, to check for contami-
nation resulting from damage to the
sealed source.

Subpart E—Security, Records,
Notifications

§ 39.71 Security.

(a) A logging supervisor must be
physically present at a temporary job-
site whenever licensed materials are
being handled or are not stored and
locked in a vehicle or storage place.
The logging supervisor may leave the
jobsite in order to obtain assistance if
a source becomes lodged in a well.

(b) During well logging, except when
radiation sources are below ground or
in shipping or storage containers, the
logging supervisor or other individual
designated by the logging supervisor
shall maintain direct surveillance of
the operation to prevent unauthorized
entry into a restricted area, as defined
in § 20.3 of this chapter.

§ 39.73 Documents and records re-
quired at field stations.

Each licensee shall maintain the fol-
lowing documents and records at the
field station:

(a) A copy of parts 19, 20, and 39 of
NRC regulations;

(b) The license authorizing the use of
licensed material;

(c) Operating and emergency proce-
dures required by § 39.63;

(d) The record of radiation survey in-
strument calibrations required by
§ 39.33;

(e) The record of leak test results re-
quired by § 39.35;

(f) Physical inventory records re-
quired by § 39.37;

(g) Utilization records required by
§ 39.39;

(h) Records of inspection and mainte-
nance required by § 39.43;

(i) Training records required by
§ 39.61(d); and

(j) Survey records required by § 39.67.

§ 39.75 Documents and records re-
quired at temporary jobsites.

Each licensee conducting operations
at a temporary jobsite shall maintain
the following documents and records at
the temporary jobsite until the well
logging operation is completed:

(a) Operating and emergency proce-
dures required by § 39.63.

(b) Evidence of latest calibration of
the radiation survey instruments in
use at the site required by § 39.33.

(c) Latest survey records required by
§§ 39.67 (b), (c), and (e).

(d) The shipping papers for the trans-
portation of radioactive materials re-
quired by § 71.5 of this chapter; and

(e) When operating under reciprocity
pursuant to § 150.20 of this chapter, a
copy of the Agreement State license
authorizing use of licensed materials.

§ 39.77 Notification of incidents and
lost sources; abandonment proce-
dures for irretrievable sources.

(a) The licensee shall immediately
notify the appropriate NRC Regional
Office by telephone and subsequently,
within 30 days, by confirmatory letter
if the licensee knows or has reason to
believe that a sealed source has been
ruptured. The letter must designate
the well or other location, describe the
magnitude and extent of the escape of
licensed materials, assess the con-
sequences of the rupture, and explain
efforts planned or being taken to miti-
gate these consequences.

(b) The licensee shall notify the Com-
mission of the theft or loss of radio-
active materials, radiation overexpo-
sures, excessive levels and concentra-
tions of radiation, and certain other
accidents as required by §§ 20.2201–
20.2202, § 20.2203 and § 30.50 of this chap-
ter.

(c) If a sealed source becomes lodged
in a well, and when it becomes appar-
ent that efforts to recover the sealed
source will not be successful, the li-
censee shall—

(1) Notify the appropriate NRC Re-
gional Office by telephone of the cir-
cumstances that resulted in the inabil-
ity to retrieve the source and obtain
approval to implement abandonment
procedures; and
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